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Concrete surface set retarder for decorative applications 

 

Description 

 
RETADOL DECOR is a liquid admixture that acts as 
a concrete surface set retarder to a depth of 2-4mm, 
providing a simple and economical solution to 
exposing aggregates for aesthetic and architectural 
purposes. It also offers the chance of surface 
retarding concrete elements up to two days after its 
application. 

 

Fields of application 

 
RETADOL DECOR is recommended in cases 
where concrete surface set retardation is required, 
such as: 

 Pedestrian zones 

 Urban environment structures 

 Concrete applications with exposed aggregates 

 Decorative – Architectural applications 

 Balconies – Building facades 

 

Technical data 

 
Form: liquid 

Color: light blue 

Density:   1.16 ± 0.05 kg/l  

pH:  6.5 ± 1   

 

Directions for use 

 
As soon as the preparation of the substrate is 
completed (i.e. selection of proper concrete mix, 
correct leveling, etc.), RETADOL DECOR may be 
applied. Before the application the product is 
thoroughly mixed until is fully homogenized. 
RETADOL DECOR is applied in one layer, on a 
slightly wet surface (as soon as the surface water of 
the fresh concrete evaporates), by spraying using 
an airless gun, or any other pressure tool, paying 
attention to the spraying pressure. 
The concrete surface may be washed off by high 
pressure water-jetting (100 up to a max. of 500 bar) 
even on the same day, depending on the 
atmospheric conditions (temperature, moisture, 
sunlight), as well as the special circumstances of the 
application (vertical, horizontal or inclined surface, 
etc.), but in any case, within 48 hours from the 
application. 
 

Dosage 
 
1l per 4-5m2 of concrete. 
Consumption varies depending on the desired 
retardation time and the concrete class. 

 

Packaging 

 
RETADOL DECOR is available in 5l and 20l 
containers.  

 

Shelf life – Storage 
 
24 months from production date if stored in original, 
unopened packaging, at temperatures between 
+5°C and +35°C. Protect from direct sunlight and 
frost. 

 

Remarks 
 
 While spraying, protect the adjacent surfaces, 

covering them with cloths or plastic sheets, so 
that they are not stained by drops of RETADOL 
DECOR. 

 In order to check if during the washing off there 
are aggregates washed away from the concrete 
surface, or the abrasion depth is different from 
the desired, it is recommended to initially test it 
on a small surface of approx. 1m2, so that the 
water-jet pressure is properly set. 

 In case of rain while waiting for RETADOL 
DECOR to act, it is recommended to remove it 
without delay. 
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